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Public Health Service, HHS § 84.143 

§ 84.138 Head harnesses; minimum re-
quirements. 

Facepieces shall be equipped with ad-
justable and replaceable head har-
nesses which are designed and con-
structed to provide adequate tension 
during use, and an even distribution of 
pressure over the entire area in contact 
with the face. 

§ 84.139 Head and neck protection; 
supplied-air respirators; minimum 
requirements. 

Type AE, BE, and CE supplied-air 
respirators shall be designed and con-
structed to provide protection against 
impact and abrasion from rebounding 
abrasive materials to the wearer’s head 
and neck. 

§ 84.140 Air velocity and noise levels; 
hoods and helmets; minimum re-
quirements. 

Noise levels generated by the res-
pirator will be measured inside the 
hood or helmet at maximum airflow 
obtainable within pressure and hose 
length requirements and shall not ex-
ceed 80 dBA. 

§ 84.141 Breathing gas; minimum re-
quirements. 

(a) Breathing gas used to supply sup-
plied-air respirators shall be respirable 
breathing air and contain no less than 
19.5 volume-percent of oxygen. 

(b) Compressed, gaseous breathing air 
shall meet the applicable minimum 
grade requirements for Type I gaseous 
air set forth in the Compressed Gas As-
sociation Commodity Specification for 
Air, G–7.1, 1966 (Grade D or higher qual-
ity). G–7.1 is incorporated by reference 
and has been approved by the Director 
of the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies may be obtained from American 
National Standards Institute, Inc., 1430 
Broadway, New York, NY 10018. Copies 
may be inspected at the NIOSH, Na-
tional Personal Protective Technology 
Laboratory, P.O. Box 18070, 626 Coch-
rans Mill Road, Pittsburgh, PA 15236, 
or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 

codeloflfederallregulations/ 
ibrllocations.html. 

(c) Compressed, liquefied breathing 
air shall meet the applicable minimum 
grade requirements for Type II liquid 
air set forth in the Compressed Gas As-
sociation Commodity Specification for 
Air, G–7.1, 1966 (Grade B or higher qual-
ity). G–7.1 is incorporated by reference 
and has been approved by the Director 
of the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies may be obtained from American 
National Standards Institute, Inc., 1430 
Broadway, New York, NY 10018. Copies 
may be inspected at the NIOSH, Na-
tional Personal Protective Technology 
Laboratory, P.O. Box 18070, 626 Coch-
rans Mill Road, Pittsburgh, PA 15236, 
or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

[60 FR 30355, June 8, 1995, amended at 80 FR 
3907, Jan. 26, 2015] 

§ 84.142 Air supply source; hand-oper-
ated or motor driven air blowers; 
Type A supplied-air respirators; 
minimum requirements. 

(a) Blowers shall be designed and con-
structed to deliver an adequate amount 
of air to the wearer with either direc-
tion of rotation, unless constructed to 
permit rotation in one direction only, 
and to permit the free entrance of air 
to the hose when the blower is not op-
erated. 

(b) No multiple systems, whereby 
more than one user is supplied by one 
blower, will be approved, unless each 
hose line is connected directly to a 
manifold at the blower. 

§ 84.143 Terminal fittings or chambers; 
Type B supplied-air respirators; 
minimum requirements. 

(a) Blowers or connections to air sup-
plies providing positive pressures shall 
not be approved for use on Type B sup-
plied-air respirators. 

(b) Terminal fittings or chambers 
employed in Type B supplied-air res-
pirators, shall be: 

(1) Installed in the inlet of the hose. 
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